
BEFORE BEGINNING 
While Fast 2K™ Deck Post Anchor can be installed at ambient temperatures 
ranging from -5°F to 105°F (-20°C to 40°C), Fast 2K™ Deck Post Anchor 
should be acclimatized to 65°F to 80°F (18°C to 27°C) for at least 1-2 hours 
prior to use to provide optimal performance. Material applied at lower 
temperatures is slower to cure and yields a lower volume. Material applied at higher 
temperature provides a very short working time and a lower strength product. 

1.	Place the post in the hole, ensuring it is vertically plumb and in the desired 
position. Once the Fast 2K™ Deck Post Anchor is poured into the hole, the 
post should only be moved for 10 seconds. Ensure posts can be held for 
approximately 5 minutes after the installation of Fast 2K™ Deck Post Anchor. 
Bracing the post may help ensure its position is correct. 

2.	 Ensure that any standing water present in the hole is less than ½” 
in depth – when more water is present, water should be removed with 
a pump, or have aggregate/soil placed in the hole to increase the base of the 
hole above the water.

3.	 Fast 2K™ Deck Post Anchor will adhere to itself, allowing for additional 
material to be poured into holes that are larger than a single kit will fill. In the 
event too much material is used, Fast 2K™ Deck Post Anchor may be trimmed 
after hardening for 15 minutes.

4.	 Fast 2K™ Deck Post Anchor consists of Part A and Part B, and is sold 
in divided bags or a set of pails. Please refer to the applicable instructions 
below (divided bag kit or pail kit).

CLEAN UP
SURFACES / TOOLS:
Using a soft cloth and mineral spirits, carefully remove any Fast 2K™ smudges from 
surfaces of the post that are visible (above ground) as well as from tools before 
Fast 2K™ dries. After Fast 2K™ dries, it can only be removed by carefully cutting
it with a sharp knife. Be careful as this may damage the post surface.

Should some of the Fast 2K™ get ON YOUR SKIN, wipe away, then wash the area 
immediately while product is still wet. Should the product cure on your skin, apply 
liberal amounts of hand lotion to the area, multiple times a day, and it will peel away 
after 2-3 days.

If Fast 2K™ gets into your HAIR OR BEARD, coat the area thoroughly with
conditioner and leave it for 10 minutes then comb and wash the product out.

STORAGE, HANDLING & DISPOSAL
Fast 2K™ Deck Post Anchor should be stored in a cool place. Fast 2K™ Deck Post 
Anchor is freeze-thaw stable, so exposure to freezing conditions is acceptable. 
Prior to use Fast 2K™ Deck Post Anchor should be conditioned to between 65° to 
85°F (18°C to 27°C) for at least 1-2 hours prior to use.

For safe use and disposal, please refer to the Safety Data Sheet. Disposal should 
be in accordance with Local, Provincial and Federal regulations for environmental 
protection for non-hazardous solid waste. For unused or expired material, 
completely mix the 2 components together and dispose as non-hazardous waste 
after product has cured.

INSTALLATION INSTRUCTIONS 
DIVIDED BAG KIT
When installing posts using divided bags of Fast 2K™ Deck Post Anchor: 

a.	 Have a pair of scissors or a knife readily available. Mix immediately beside 
the area of installation. Have a surface with a hard, round edge (ie: ladder, 
sawhorse, round metal post, etc.) available for mixing. 

b.	DO NOT EXCEED THE STATED MIXING TIME AND DO NOT ALLOW 
MATERIAL TO START EXPANDING INSIDE THE BAG. 

c.	 Remove bag from outer package (if present). When installation site is ready 
to set the post, break the frangible seal in the middle of the bag. To do this, 
place the bag on a solid surface and roll the edge indicated by the row 
of arrows toward the center of the bag. The middle seal will gently break 
allowing the two components inside to be mixed. 

d.	Rub the bag with moderate force along a hard, round edge by forcing the 
material inside the bag from one end to the other with each stroke (“shoe 
shining” technique). Mix for 30 seconds. 

e.	 Use the tear notch, or an available knife/scissors to open the bag and imme-
diately pour Fast 2K™ Deck Post Anchor into the hole. 

f.		 Applying Fast 2K™ Deck Post Anchor on the post on all sides will help 
reduce the amount of water that will contact the post. 

g.	Rolling the bag will help completely empty the content into the hole. 

h.	After installation of Fast 2K™ Deck Post Anchor has begun, do not lift the 
post and complete adjustments to placement within the first 10 seconds.

PAIL KIT
When installing posts using pails of Fast 2K™ Deck Post Anchor:

a.	 Affix the provided mixing blade to a handheld electric drill. 

b.	Mix immediately beside the area of installation. 

c.	 DO NOT EXCEED THE STATED MIXING TIME AND DO NOT ALLOW 
MATERIAL TO START EXPANDING INSIDE THE PAIL. 

d.	Pour the entire contents of Component B into the larger Component A pail. 

e.	 Insert the mixing blade and mix for 30 seconds. 

f.		 Immediately pour Fast 2K™ Deck Post Anchor into the hole. 

g.	Applying Fast 2K™ Deck Post Anchor on the post on all sides will help 
reduce the amount of water that will contact the post. 

h.	After installation of Fast 2K™ Deck Post Anchor has begun, do not lift the 
post and complete adjustments to placement within the first 10 seconds.
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Fast 2K™ Deck Post Anchor
Fast Setting Expanding Composite

NOTICE: For load bearing applications, posts must be set at least 6” below the frost line. Post must be at a depth such that at least 25% of the post length is under ground. 
Hole diameter should be selected to ensure the footing can handle the intended load (use the same diameter hole as would be used with concrete). Ideally, posts should be 
set in the middle of the hole but can be placed off-centre to accommodate necessary post location for deck construction. Between 3” - 6” of soil should be placed on top of 
the cured Fast 2K™ Deck Post Anchor to prevent damage in the event of fire.
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IMPORTANT - Information, specifications, procedures and recommendations provided are based on our experience, and we believe this information to be accurate. No representation guarantee or warranty is made as to the accuracy 
or completeness of the information or that use of the product will avoid losses or damages or give desired results. It is purchaser’s sole responsibility to test and determine the suitability of any product for the intended use. Tests should 
be repeated if materials or conditions change in any way. No employee, distributor or agent has any right to change these facts and offer a guarantee of performance.
NOTE TO USER - By ordering/receiving product you accept the H.B. Fuller General Terms and Conditions of Sale applicable in the region. Please request a copy if you have not received these. These Terms and Conditions contain disclaimers 
of implied warranties (including but not limited to disclaiming warranties of fitness for a particular purpose) and limits of liability. All other terms are rejected. In any event, the total aggregate liability of H.B. Fuller for any claim or series 
of related claims, however arising, in contract, tort (including negligence), breach of statutory duty, misrepresentation, strict liability or otherwise is limited to replacement of affected products or refund of the purchase price for affected products. 
H.B. Fuller shall not be liable for loss of profit, loss of margin, loss of contract, loss of business, loss of goodwill or any indirect or consequential losses arising out of or in connection with product supply.
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